
GREENPLAC®

Slip resistant, grass stabilisation grid

Watco Greenplac is the ideal solution for making green spaces vehicle friendly by 
strengthening and protecting the grass without compromising drainage. The slip 
resistant grids are assembled with an integrated anchoring and interlocking system 
creating a strong hold that won’t separate. 

As a versatile surface, these tiles can be applied in parking areas or access ways for 
rescue vehicles. They are also ideal for walkways (industrial and commercial, public or 
private), camping or caravan sites, or environmental protection e.g against corrosion, 
rivers.

Areas of use:
• Walkways (Industrial and 			 
  commercial)
• Parking areas
• Bicycle paths
• Access ways for emergency vehicles
• �Equestrian areas or agricultural 

floors

Features:
• ��Promotes strong roots system
• Ensures the rapid drainage of water
• �Integrated assembly system prevents 

grids from separating
• �Integrated anchoring and interlocking 

system
• �Can be installed on slope with up to 

15% incline for traffic areas
• Slip resistant
• 100% recycled
• Compression resistance: 600 T/m2    	
  (with grass)
•  UV and frost resistant

Technical Data Sheet
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SURFACE PREPARATION
Surfaces should be clean, dry and free of all loose material. Wire brushing 
or sweeping is generally sufficient. Watco Bio-D degreaser can be used to 
remove grease and oil. If the surface is damp it can be primed with Watco 
Tack Coat.

PRIMING
The resin content of Watco Concrex® Carbon Fibre is very high. This means 
that a primer is not usually required when filling holes in concrete floors or 
resurfacing rough or damaged concrete. Watco Tack Coat adhesive primer is 
recommended when using Concrex® Carbon Fibre as a thin section screed 
over smooth surfaces. It is also recommended when repairing intricate/high 
impact areas such as broken floor joint edges, and damaged step nosings.  

MIxING
Wear protective gloves. 
The resin and the sand are already pre-blended and is supplied with bottles of 
curing agent, 4 x 100ml in the 10kg pack and 2 x 500ml in the 25kg pack.  

The curing agent is added to the sand/resin at point of use, and once 
mixed the mortar should be used within 15 - 30 minutes depending upon 
temperature. 
If the entire pack of Watco Concrex® Carbon Fibre cannot be used within  
30 minutes, it can be part mixed. To split a pack carefully halve the sand/resin 
(ideally measured by weight), and use half the number of curing agent bottles.
Do not mix inside the plastic bucket. Tip the sand/resin into a mixing tray or 
on a board.
Shake the bottles of curing agent thoroughly until the liquid is a uniform grey.  
Form the sand/resin into a mound and leave a small hole in the middle. 
Empty the curing agent into the hole, ensuring the bottles are completely 
drained. 
Carefully mix the aggregate with the curing agent using a trowel until a 
smooth mortar is obtained, this will take several minutes. The more thorough 
the mixing, the ‘wetter’, smoother and more manageable the mix becomes. 
Alternatively, you can knead the mixture by hand wearing suitable gloves. It is 
important to mix thoroughly until you achieve a consistent colour.  
A ‘Cretangle’ or suitable open pan mixer can be used to mix large quantities. 

STrenGTH
Concrex® is far stronger than concrete. The table shows a comparison (typical figures).

 Curing Times (at 15°C-20°C) Light Traffic Heavy Traffic

 Curing time will be extended by  1 hour 4 hours
 lower temperatures. Do not use  
 below 10°C (see Watco Concrex®  
 Cold Set).

Concrex® Deep Fill

Concrex® Colours

Concrex® Flex Concrex® Deep Fill 
Rapid

Concrex® Asphalt 
Repair

Concrex® Colours 
Cold Set

Concrex® Cold Set Concrex® Sub Zero Concrex® Vertical

Concrex® Deep Fill 
Cold Set

Concrex® Vertical 
Cold Set

Concrex® Coving 
Mortar

Concrex® Acid 
Strength

AlSO AVAIlAblE IN ThE CONCREx® RANGE

PREPARATION & APPlICATION

  Tensile Strength Flexural Strength Compressive Strength

 Watco Concrex®  15.4 MN/m2 55.9 MN/m2 55.2 MN/m2

 Concrete 3.4 MN/m2 6.9 MN/m2 21.41 MN/m2

1 2 3 4

Empty the bottles of curing agent 
onto the sand/resin

Mix thoroughly using a trowel (or 
by hand – it’s easier)

Trowel firmly into the repair Wipe the trowel with white spirit 
to get a good finish

APPlICATION
Trowel the mortar firmly into the repair and finish with a trowel or float. To 
get a good smooth finish, regularly wipe the surface of the trowel with a cloth 
dampened with white spirit.
Watco Concrex® Carbon Fibre is normally applied at 5mm - 50mm thick, 
but repairs can be feather-edged if most of the repair is at least 5mm thick. 

For repairs deeper than 50mm apply in separate layers allowing 6 - 8 hours 
between layers, or use Concrex® Deep Fill which can be applied at  
15mm - 100mm thick in one layer.

SAFETY
Material Safety Data Sheets are available.

Colours

Green

Call our expert team on: 01483 418 418  (Weekdays 8:00am - 5:30pm. Saturday 9:00am - 12:00pm)

Need help? Speak to the experts
Our dedicated and professional team are here to help you get the best results for your project.   
They will talk you through the preparation and application stages  when using Greenplac.

Watco UK Ltd, Eastgate Court, 195-205 High Street, Guildford, Surrey, GU1 3AW
Tel: 01483 418 418 www.watco.co.uk E-mail: sales@watco.co.uk,        Tel: 01 6725 180 www.watco.ie E-mail: sales@watco.ie



Application for landscaping areas

•	The bedding (or sub-base) layer must meet the following requirements as a minimum:
•	Provide drainage for stormwater and runoff water. For example: the ground is considered free draining when there is no evidence 

of standing water after heavy rain. Where this is not the case, we recommend that the surface is drained, either by laying drainage 
pipes or by creating a drainage layer using 40/80 crushed stone.

•	Be free of rising groundwater levels. For example: the ground is prone to rising groundwater levels if it becomes wet and unstable 
following long periods of rain.

•	Have sufficient load-bearing capacity for its intended use (pedestrian or vehicular). For example: ground that has been driven over 
and compacted by vehicles for a period of years is considered stable. 

•	For new-build properties, we advise checking the ground conditions with the groundwork contractor. If in doubt, it is best to ask a 
groundwork contractor for advice. 

SOWING
•	Select the grass seed variety best suited to the area where GREENPLAC® is used. The more intensive traffic is, the more resistant 

the grass should be. The growth rate is essential and must be respected. It can vary from 45 to 90 days.
•	It is better to sow in Spring period (mid of April to mid of May) or in Autumn (September and October).
•	It is recommended to water every 3 days and to check the growth.
•	Fertilization : Fertilizer may be used twice a year ( Spring / Autumn).
•	Lawn : it is recommended to regularly lawn 5 cm grass over GREENPLAC®. 

SEDUM
•	The recommendation is to plant Sedum in spring (mid-April to end-May) or autumn (September/October).
•	Avoid planting in summer heat and winter frost.
•	Maintain compost moisture until signs of growth appear.
•	Sedum requires very little maintenance.
•	In traffic-free areas, cut the Sedum back flush with the top of the tile 3 or 4 times a year.
 
CREATE DRIVEWAYS, GARDEN AND PARKING SPACES
•	Projects may make combined use of ALVEPLAC®, and GREENPLAC® products.

PRECAUTIONS
•	Planted car parks should be kept vehicle-free for a few hours a day to allow the plants to grow.

Recommendations

1

Watco UK Ltd, Eastgate Court, 195-205 High Street, Guildford, Surrey, GU1 3AW
Tel: 01483 418 418 www.watco.co.uk E-mail: sales@watco.co.uk,        Tel: 01 6725 180 www.watco.ie E-mail: sales@watco.ie

Project preparation

Draw a plan of the area as the basis for quantifying the materials you will need: number of tiles, quantity of earth, quantity of topsoil, etc.
› N.B.: Tiles can be cut using a hand or power tool to fit around kerbs or other obstacles.

2 Marking out the area

Mark out the area using pegs and string lines or a marker spray.

Ground preparation

•	› Lower the ground level by 20-30 cm. › Use a lawn roller to compact the surface. Remove any remaining large stones by hand.
•	› Lay a 120g/m² geotextile membrane. For full coverage, overlap the strips of geotextile membrane by 10 cm.

3

GREENPLAC®
landscaping areas



Application for landscaping areas
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Site preparation

You can create raised edging using the product of your choice. For example: recycled plastic edging (like DELIMA®), commercially avail-
able concrete or reconstituted stone kerb stones, or just concrete.

5 Sub base

•	Lay a sub-base of 30% amended topsoil and 70% of 20/40 crushed stone to a depth of 10-20 cm.
•	Compact with a vibrating plate compactor or roller.

Finishing layer

•	Lay a levelling layer of a mix of sand, top soil and gravel to a depth of 5 cm.
•	Compact with a vibrating plate.

6

Install GREENLAC®

•	Lay the GREENPLAC® tiles, and lock them together using the integrated clip system.
•	Lay the ‘male’ module with the projecting tab towards you, and clip the slot of the ‘female’ tile over it.

7

Planting

WITH GRASS
•	Generously fill the honeycomb cells with substrate. 
•	Sow the grass seed using broad sweeping arm movements.
•	Compact with a roller.
•	Water to ensure strong rooting and a fertile foundation.
•	The finished surface must then be left to rest before use. 

WITH SEDUM
•	Generously fill the honeycomb cells with substrate.
•	Sow the Sedum using the traditional broadcasting technique.
•	Compact with a roller.
•	Water for good rooting and to ensure a fertile foundation.
•	The finished surface must then be left to rest before use.

8

Laying on a slope

› Can be used on slope up to 15 % for driving areas.
› Use the 4 integrated anchoring pins.
› Cut the ties.
› Place the pins at the dedicated holes on the back of Greenplac®.

9

GREENPLAC®
landscaping areas



Application for urban areas

SOWING
•	Select the grass seed variety best suited to the area where GREENPLAC® is used. The more intensive traffic is, the more resistant 

the grass should be. The growth rate is essential and must be respected. It can vary from 45 to 90 days.
•	It is better to sow in Spring period (mid of April to mid of May) or in Autumn (September and October).
•	It is recommended to water every 3 days and to check the growth.
•	Fertilization : Fertilizer may be used twice a year ( Spring / Autumn).
•	Lawn : it is recommended to regularly lawn 5 cm grass over GREENPLAC®. 

SEDUM
•	The recommendation is to plant Sedum in spring (mid-April to end-May) or autumn (September/October).
•	Avoid planting in summer heat and winter frost.
•	Maintain compost moisture until signs of growth appear.
•	Sedum requires very little maintenance.
•	In traffic-free areas, cut the Sedum back flush with the top of the tile 3 or 4 times a year.
 
CREATE DRIVEWAYS, GARDEN AND PARKING SPACES
•	Projects may make combined use of ALVEPLAC®, and GREENPLAC® products.

PRECAUTIONS
•	Planted car parks should be kept vehicle-free for a few hours a day to allow the plants to grow.

Recommendations

1
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Site preparation

•	Where required, create edging or kerbs to form the desired shape, using a laser level to align the heights.
•	N.B.: Tiles can be cut using a hand or power tool to fit around kerbs or other obstacles.

2 Preparing the sub base

•	Excavate soil to the required depth from 40 to 70 cm according the use. The depth of the subbase will vary depending on the use:
•	Carpark : from 40 to 50 cm.*
•	Fireman access : from 50 to 60 cm.*
•	Trucks : from 60 to 70 cm.*
•	*Values may be adjusted according to the nature of the soil.
•	Compact with a vibrating plate.
N.B.: it is important to check at least the load-bearing capacity of the soil and its permeability. Check whether it is subject to rising
groundwater. We recommend that these important considerations are professionally assessed by means of a geotechnical survey
carried out by structural engineers. It is essential that the sub-base has the correct load-bearing capacity for the intended use:  
Pedestrian paths: 30 MPA, - Access for vehicles up to 3.5 tonnes: 50 MPA, Access for HGVs and emergency services: 80 MPA

Laying the geotextile membrane

› Lay a geotextile membrane of 120g/m² weight. For full coverage, overlap the strips of geotextile membrane by 10 cm.

3
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Application for urban areas
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GREENPLAC®

Draining foundation

•	Lay a draining foundation layer of 40/80 crushed stone to 30-50 cm depth.
•	Compact with a vibrating plate.
N.B: The drainage layer is optional. A drainage layer is recommended where:
The sub-base is not permeable enough to absorb runoff water, the sub-base is prone to rising groundwater. This layer can act as a  
buffer, and should allow access water to drain away. In some situations, drainage can be improved by running pipes through the  
drainage layer.

Upper foundation

Lay the upper foundation layer (30% enriched topsoil and 70% of 20/40 crushed stone) to a depth of between 10 and 20 cm, depending 
on the intended use. Compact with a vibrating plate.

Finishing layer

Lay a 5 cm levelling layer of sand/soil/stone mix. Compact with a vibrating plate.

6

Install GREENLAC®

•	Lay the GREENPLAC® tiles, and lock them together using the integrated clip system.
•	Lay the ‘male’ module with the projecting tab towards you, and clip the slot of the ‘female’ tile over it.

7

Planting

WITH GRASS
•	Generously fill the honeycomb cells with substrate. 
•	Sow the grass seed using broad sweeping arm movements.
•	Compact with a roller.
•	Water to ensure strong rooting and a fertile foundation.
•	The finished surface must then be left to rest before use. 

WITH SEDUM
•	Generously fill the honeycomb cells with substrate.
•	Sow the Sedum using the traditional broadcasting technique.
•	Compact with a roller.
•	Water for good rooting and to ensure a fertile foundation.
•	The finished surface must then be left to rest before use.

8

Laying on a slope

› Can be used on slope up to 15 % for driving areas.
› Use the 4 integrated anchoring pins. Cut the ties. Place the pins at the dedicated holes on the back of Greenplac®.

9
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Application for agricultural applications

GREENPLAC® can be used to provide soil stabilisation in a broad range of agricultural applications, including access roads, field 
entrances, milking parlour entrances, free stall barns, drinking troughs, etc.
It may be laid in two different ways, depending on its intended purpose. For use by animals, there are 2 options:
•	without foundation for stabilised free-draining soils or for a temporary solution.
•	with a reduced or minimal foundation for a more durable result.
For use by agricultural vehicles, the recommendation is to lay on a standard foundation.

Once installed, GREENPLAC® modules require no maintenance whatsoever.

Modules can be hand-trimmed around trees or to form edges. Use protective glasses and safety gloves. 

Recommendations

1

Maintenance

2

How to cut Greenplac

3
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Mark out area

Mark out the area(s) to be stablised. 

Laying without foundation

•	Lower the ground level by 4 cm, maintaining at least a 1% gradient.
•	Compact with a vibrating plate compactor (wacker).
•	Lay a non-woven geotextile membrane of at least 120g/m² weight.
•	Lay the GREENPLAC® modules, and lock them together using the integrated clip system. Lay the ‘male’ side with the projecting tab 

towards you, and clip the slot of the ‘female’ side over it. For easy installation, modules are delivered preassembled in sets of 4.
•	Fill the honeycomb cells with 8/16 mm gravel.
•	Compact with a vibrating plate compactor (wacker), if necessary.

Laying with minimal foundation

•	Lower the ground level by between 10 and 20 cm to create a stable sub-base, maintaining at least a 1% gradient.
•	Lay a non-woven geotextile membrane of at least 120g/m² weight.
•	Spread a layer of 4/10 or 6/10 mm gravel to a depth of between 6 and 16 cm. This layer will act as a bedding or levelling layer for the 

GREENPLAC® modules.
•	Compact with a vibrating plate compactor (wacker) to create a flat surface, maintaining at least a 1.5% gradient..
•	Lay the GREENPLAC® modules, and lock them together using the integrated clip system. Lay the ‘male’ side with the projecting tab 

towards you, and clip the slot of the ‘female’ side over it. For easy installation, modules are delivered preassembled n sets of 4.
•	Fill the honeycomb cells with 8/16 mm gravel.
› Compact with a vibrating plate compactor (wacker), if necessary.

GREENPLAC®
Agricultural applications



Application for equestrian applications

•	GREENPLAC® can be used to stabilise a broad range of equestrian facilities, including access roads, riding school arenas, training 
arenas/gallops and paddocks.

•	It is not suitable for areas intended for equestrian competition.
•	Depending on your soil type and intended use, there are 3 stabilisation options: without foundation, minimal foundation and 

standard foundation. If in doubt, we recommend commissioning a specialist geological (drainage and load bearing) analysis of your 
soil. The no-foundation option is possible for covered projects on free-draining or load-bearing soils with sufficient gradient.

•	Can be used for temporary projects.
•	The use of minimal foundations is recommended for soils with average drainage and load-bearing capacity.
•	The use of standard foundations is recommended for impermeable soils with poor load-bearing capacity.

Once installed, GREENPLAC® modules require no maintenance whatsoever.

Modules can be hand-trimmed around trees or to form edges. Use protective glasses and safety gloves. 

Recommendations

1

Maintenance

2

How to cut Greenplac
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Mark out area

Mark out the area(s) to be stablised. 

Laying with standard foundation

•	Depending on the intended use, lower the ground level by between 20 and 60 cm to create a stable sub-base, maintaining atleast a 1% 
gradient.

•	Use 20/40 mm gravel to lay a free-draining base layer between 10 and 30 cm deep, depending on soil type. The foundations must be 
frost-free.

•	N.B.: The draining foundation layer can be replaced by a drainage system, which may prove more durable and more economical.
•	Lay a drain every 5 to 6 metres in line with the gradient to drain water into a ditch or gully.
•	Compact with a vibrating plate compactor (wacker).
•	Spread a layer of 4/10 or 6/mm 10 gravel to a depth of between 4 and 10 cm. This will act as a bedding or levelling layer for the 

GREENPLAC® modules.
•	Compact with a vibrating plate compactor (wacker) to create a flat surface, maintaining at least a 1% gradient.
•	Lay the GREENPLAC® modules, and lock them together using the integrated clip system. Lay the ‘male’ side with the projecting
•	tab towards you, and clip the slot of the ‘female’ side over it. For easy installation, modules are delivered pre-assembled in sets of 4.
•	Fill the modules with an appropriate free-draining material. Use:
•	Either the same type of gravel as for the levelling layer, which will facilitate vertical drainage and create a harder finished surface.
•	Or the same type of sand as the working layer, which will increase the water retention capacity of the system, encourage moisture to 

rise, and create a more flexible finished surface.
•	Compact with a vibrating plate compactor (wacker).
•	The final layer is the so-called working layer. Its depth and composition depend on its intended use.
•	The overall depth can range from 1 to 15 cm. Generally speaking, depths of between 1 and 5 cm are recommended for access roads, 

paddocks and loose boxes, rising to between 8 and 12 cm for arenas and training tracks.

GREENPLAC®
equestrian applications



Application for equestrian applications
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•	In terms of composition, we recommend the use of a free-training sharp sand.
•	N.B.: Wherever possible, use washed sand to avoid dust being released in dry weather. The absence of fine particles in the sand
•	prevents contamination of the lower layers and any reduction in the drainage capability of the system as a result of clogging.  

We advise conducting tests to achieve a result that meets your expectations.
•	Compact with a vibrating plate compactor (wacker).

3 Laying with minimal foundation

•	Depending on the intended use, lower the ground level by between 15 and 30 cm to create a stable sub-base, maintaining at least a 1% 
gradient.

•	Lay a non-woven geotextile membrane of at least 120g/m² weight.
•	Spread a layer of 4/10 or 6/mm 10 gravel to a depth of between 4 and 10 cm. This layer will act as a bedding or levelling layer for the 

GREENPLAC® modules.
•	Compact with a vibrating plate compactor (wacker) to create a flat surface, maintaining at least a 1% gradient.
•	Lay the GREENPLAC® modules, and lock them together using the integrated clip system. Lay the ‘male’ side with the projecting tab 

towards you, and clip the slot of the ‘female’ side over it. For easy installation, modules are delivered pre-assembled in sets of 4.
•	Fill the modules with an appropriate free-draining material. Use:
•	Either the same type of gravel as for the levelling layer, which will facilitate vertical drainage and create a harder finished surface.
•	or the same type of sand as the working layer, which will increase the water retention capacity of the system, encourage moisture to 

rise, and create a more flexible finished surface.
•	Compact with a vibrating plate compactor (wacker).
•	The final layer is the so-called working layer. Its depth and composition depend on its intended use.
•	The overall depth can range from 1 to 15 cm. Generally speaking, depths of between 1 and 5 cm are recommended for access roads, 

paddocks and loose boxes, rising to between 8 and 12 cm for arenas and training tracks.
•	In terms of composition, we recommend the use of a free-training sharp sand.
•	N.B.: Wherever possible, use washed sand to avoid dust being released in dry weather. The absence of fine particles in the sand  

prevents contamination of the lower layers and any reduction in the drainage capability of the system as a result of clogging.  
We advise conducting tests to achieve a result that meets your expectations.

•	Compact with a vibrating plate compactor (wacker).

3 Laying without foundation

•	Lay a non-woven geotextile membrane of at least 120g/m² weight on a stable sub-base, maintaining at least a 1% gradient.
•	Lay the GREENPLAC® modules, and lock them together using the integrated clip system. Lay the ‘male’ side with the projecting
•	tab towards you, and clip the slot of the ‘female’ side over it. For easy installation, modules are delivered pre-assembled in sets of 4.
•	Fill the modules with an appropriate free-draining material. Use:
•	Either the same type of gravel as for the levelling layer, which will facilitate vertical drainage and create a harder finished surface.
•	or the same type of sand as the working layer, which will increase the water retention capacity of the system, encourage moisture to 

rise, and create a more flexible finished surface.
•	Compact with a vibrating plate compactor (wacker).
•	The final layer is the so-called working layer. Its depth and composition depend on its intended use.
•	The overall depth can range from 1 to 15 cm. Generally speaking, depths of between 1 and 5 cm are recommended for access roads, 

paddocks and loose boxes, rising to between 8 and 12 cm for arenas and training tracks.
•	In terms of composition, we recommend the use of a free-training sharp sand.
•	N.B.: Wherever possible, use washed sand to avoid dust being released in dry weather. The absence of fine particles in the sand  

prevents contamination of the lower layers and any reduction in the drainage capability of the system as a result of clogging.
•	We advise conducting tests to achieve a result that meets your expectations.
•	› Compact with a vibrating plate compactor (wacker).

GREENPLAC®
equestrian applications



Technical Data Sheet

Specification

Composition Recycled polyethylene.

Finish Cell structure: Hexagonal (honeycomb) / internal diameter 60mm.

Usage Interior/ Exterior Exterior.

Pack Size Pallet of 104 parts / 23.2336 m2 per pallet / Tiles are assembled by 4 (stackable).

Coverage Usable dimensions: 591 mm x 378 mm x 40mm 
Usable area: 0.2234m2 (4.4763 tiles per 1m2)
Overall dimensions: 600mm x 390mm x 40mm

Weight 0.890kg per tile

Watco UK Ltd, Eastgate Court, 195-205 High Street, Guildford, Surrey, GU1 3AW
Tel: 01483 418 418 www.watco.co.uk E-mail: sales@watco.co.uk,        Tel: 01 6725 180 www.watco.ie E-mail: sales@watco.ie

GREENPLAC®

Slip resistant, grass stabilisation grid


