
Etch & Clean
Dual action formula cleans and prepares 
bare concrete prior to painting

Watco Etch & Clean is a highly effective hydrochloric acid based etchant which removes 
surface laitance (a weak, cementitious dusty layer) from new, bare concrete prior to 
painting. Failure to remove laitance prevents paint bonding to the concrete and can 
lead to it peeling off when the floor is put into use. This unique dual action formula 
saves time since it both etches (provides a key) and cleans bare concrete ready for 
painting in one simple application. Etch & Clean reduces the alkalinity in new concrete. 
High alkaline levels in new concrete can soften newly applied paint, especially single 
pack alkyd based paints such as Watco Concrete Floor Paint. Etch & Clean is easy to 
use. Unlike other floor etchants it has a thick, gel like consistency which allows greater 
control when applying the product to the floor. This results in a more evenly etched 
finish, which promotes more effective paint adhesion. To help with application, we have 
added a pH indicator to the product, which changes from pink to clear once the surface 
has been prepared effectively.

Areas of use:
•  Prepares any bare concrete prior 

to painting
•  Use on old and new concrete, inside 

or outside

Features:
•  Etches bare concrete to promote 

adhesion to paint finishes
•  Removes dirt and light oil deposits
•  Removes cement deposits from 

new concrete to ensure good paint 
adhesion

•  Reduces alkalinity of new concrete – 
essential prior to application of single 
pack paints such as Watco Concrete 
Floor Paint

•  Easy to use – unique gel formulation 
allows even etching

•  Colour change system – when the 
pink liquid turns clear you know the 
job is done

Technical Data Sheet
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SURFACE PREPARATION
Surfaces should be clean, dry and free of all loose material. Wire brushing 
or sweeping is generally sufficient. Watco Bio-D degreaser can be used to 
remove grease and oil. If the surface is damp it can be primed with Watco 
Tack Coat.

PRIMING
The resin content of Watco Concrex® Carbon Fibre is very high. This means 
that a primer is not usually required when filling holes in concrete floors or 
resurfacing rough or damaged concrete. Watco Tack Coat adhesive primer is 
recommended when using Concrex® Carbon Fibre as a thin section screed 
over smooth surfaces. It is also recommended when repairing intricate/high 
impact areas such as broken floor joint edges, and damaged step nosings.  

MIxING
Wear protective gloves. 
The resin and the sand are already pre-blended and is supplied with bottles of 
curing agent, 4 x 100ml in the 10kg pack and 2 x 500ml in the 25kg pack.  

The curing agent is added to the sand/resin at point of use, and once 
mixed the mortar should be used within 15 - 30 minutes depending upon 
temperature. 
If the entire pack of Watco Concrex® Carbon Fibre cannot be used within  
30 minutes, it can be part mixed. To split a pack carefully halve the sand/resin 
(ideally measured by weight), and use half the number of curing agent bottles.
Do not mix inside the plastic bucket. Tip the sand/resin into a mixing tray or 
on a board.
Shake the bottles of curing agent thoroughly until the liquid is a uniform grey.  
Form the sand/resin into a mound and leave a small hole in the middle. 
Empty the curing agent into the hole, ensuring the bottles are completely 
drained. 
Carefully mix the aggregate with the curing agent using a trowel until a 
smooth mortar is obtained, this will take several minutes. The more thorough 
the mixing, the ‘wetter’, smoother and more manageable the mix becomes. 
Alternatively, you can knead the mixture by hand wearing suitable gloves. It is 
important to mix thoroughly until you achieve a consistent colour.  
A ‘Cretangle’ or suitable open pan mixer can be used to mix large quantities. 

STrenGTH
Concrex® is far stronger than concrete. The table shows a comparison (typical figures).

 Curing Times (at 15°C-20°C) Light Traffic Heavy Traffic

 Curing time will be extended by  1 hour 4 hours
 lower temperatures. Do not use  
 below 10°C (see Watco Concrex®  
 Cold Set).

Concrex® Deep Fill

Concrex® Colours

Concrex® Flex Concrex® Deep Fill 
Rapid

Concrex® Asphalt 
Repair

Concrex® Colours 
Cold Set

Concrex® Cold Set Concrex® Sub Zero Concrex® Vertical

Concrex® Deep Fill 
Cold Set

Concrex® Vertical 
Cold Set

Concrex® Coving 
Mortar

Concrex® Acid 
Strength

AlSO AVAIlAblE IN ThE CONCREx® RANGE

PREPARATION & APPlICATION

  Tensile Strength Flexural Strength Compressive Strength

 Watco Concrex®  15.4 MN/m2 55.9 MN/m2 55.2 MN/m2

 Concrete 3.4 MN/m2 6.9 MN/m2 21.41 MN/m2

1 2 3 4

Empty the bottles of curing agent 
onto the sand/resin

Mix thoroughly using a trowel (or 
by hand – it’s easier)

Trowel firmly into the repair Wipe the trowel with white spirit 
to get a good finish

APPlICATION
Trowel the mortar firmly into the repair and finish with a trowel or float. To 
get a good smooth finish, regularly wipe the surface of the trowel with a cloth 
dampened with white spirit.
Watco Concrex® Carbon Fibre is normally applied at 5mm - 50mm thick, 
but repairs can be feather-edged if most of the repair is at least 5mm thick. 

For repairs deeper than 50mm apply in separate layers allowing 6 - 8 hours 
between layers, or use Concrex® Deep Fill which can be applied at  
15mm - 100mm thick in one layer.

SAFETY
Material Safety Data Sheets are available.

Call our expert team on: 01483 418 418  (Weekdays 8:00am - 5:30pm. Saturday 9:00am - 12:00pm)

Need help? Speak to the experts
Our dedicated and professional team are here to help you get the best results for your project. 
They will talk you through the preparation and application stages when using Etch & Clean.
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Preparation & Application

Heavily contaminated concrete – heavy grease deposits should be removed using Watco Concroff, flushed with clean  
water and left to dry prior to etching.
Particularly porous surfaces – should be dampened slightly with water prior to applying Etch & Clean.

Surface Preparation1

As a guide, new concrete should be left for four weeks to dry in the summer and six in the winter if you are intending to apply a water 
based coating after etching; eight weeks for a polypaspartic or high build coating (contact us for advice if you are unsure). 
Bare Concrete surfaces – Apply Etch & Clean to a maximum area of 20m2 (see section headed Coverage on P.3) per 5 litres in 
conjunction with harsh scrubbing by stiff broom or machine. Leave for 15 minutes until all frothing stops and the formulation has 
changed from pink to white/clear. Once the colour change has occurred, the surface alkalinity has been fully neutralised. Flush the 
area with generous amounts of water to remove all traces of Etch & Clean and allow the area to dry thoroughly before painting. Brush 
and vacuum the surface to remove loosened particles of laitance.
How to tell if the surface laitance has been completely removed - after treatment with Watco Etch & Clean, the surface should be 
inspected to ensure that all deposits of laitance have been removed. Test the surface by scraping it with the edge of coin. If a fine 
powdery film can still be easily removed from the surface, etching with Watco Etch & Clean will need to be repeated.

Application2

Etch & Clean
Dual action formula cleans and prepares 
bare concrete prior to painting

Material Safety Data Sheets are available.

Safety3

Available direct from Watco UK Limited and through agents worldwide. All Watco products are sold subject to the Company’s 
Standard Conditions of Sale. The Company and its representatives are often asked to comment on potential uses of Watco products 
which differ from those described in the Company’s data sheets. Whilst in such cases the Company and its representatives will 
always try to offer helpful and constructive advice, the Company cannot be held responsible for the results of such uses unless they 
are specifically confirmed in writing by Watco.

Ordering4
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Technical Data Sheet

Specification

Composition Hydrochloric acid based etchant blended with water based degreasers.

Number of Components 1

Number of Applications Usually 1.

Usage Interior/Exterior Interior & exterior.

Application Tools Soft broom & stiff broom.

Suitable For Bare concrete.

Pack Size 5L

Coverage 20m2 per 5L.

Cleaning Tools Water.

Shelf Life 24 months in unopened container.

Storage Do not allow to freeze.

Principle Limitations 
Please contact us regarding 
applications not described here

Do not apply to bare metal which is prone to rusting such as mild steel. Protect machinery or other objects to 
prevent corrosive attack from spillage or fumes. 
Do not apply on painted or sealed surfaces; this product is suitable only for bare, porous concrete. Etch & Clean 
is unsuitable for sand and cement screed floors and self-levelling compounds. Where decorative surfaces are 
being treated, it is advisable to test a small area first to ensure that there are no harmful effects to the material to 
be cleaned or to the surrounding surfaces.

Etch & Clean
Dual action formula cleans and prepares 
bare concrete prior to painting
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